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gg < (1) DRAIN AND TEST 36" AFF. C VALVE, 3-6" A.F.F. (RUN IN WALL)
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2 HOUR RATED CEILING ‘\
FIRE PROTECTION LEGEND FIRE PROTECTION NOTES:

PIPE LINE
SHORT STRAP ——— WHITE PENDENT SPRINKLER HEAD WITH WHITE RECESSED ESCUTCHEONS REFER TO NOTES ON DRAWINGS AND SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.

A LONGITUDINAL RISER BRACE STANDARD SPRAY UPRIGHT 2. PROVIDE A COMPLETE HYDRAULICALLY CALCULATED, FULLY AUTOMATIC WET PIPE SPRINKLER SYSTEM THROUGH-OUT THE
BRACE NO. 1 ENTIRE EXPANSION AREA, UNLESS NOTED OTHERWISE CONTRACTOR SHALL INSTALL THE FIRE PROTECTION SYSTEM IN

STANDARD SPRAY UPRIGHT ON 1" SPRIG ACCORDANCE WITH ALL APPLICABLE NFPA STANDARDS, JOB SPECIFICATIONS, AND LOCAL CODE AND INSURER'S REQUIREMENTS.

NOTE:

3. FIRE PROTECTION SYSTEMS, PIPING, VALVES, AND ACCESSORIES INDICATED ON THE DRAWING ARE DIAGRAMMATIC
SEALING PENDENT SPRINKLER HEAD ONLY. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY EQUIPMENT SELECTIONS, PIPE ROUTING, ETC. FOR
CODE COMPLIANCE, INSURER COMPLIANCE, AND ARCHITECTURAL/STRUCTURAL CONFORMITY. CONTRACTOR SHOULD

BASIC BRACE ASSEMBLY

THIS APPLIES TO
CORRIDOR CG-47 \
2 HOUR RATED WALL

PrAGEPITE FLOW SWITCH THOROUGHLY SURVEY THE PROPERTY AND REVIEW ARCHITECTURAL, STRUCTURAL, MECHANICAL, AND ELECTRICAL
USE 2 QUICK CLAMP CONSTRUCTION DOCUMENTS PRIOR TO BID.
AND A QUICK IN-LINE AND QUICK END BUTTERFLY VALVE 4. FIRE PROTECTION SYSTEM SHOP DRAWINGS SHALL INCLUDE SEPARATE AND COMPLETE REFLECTED CEILING PLANS
ASSEMBLIES INDICATING LOCATION OF EACH SPRINKLER HEAD, AS WELL AS PIPING LAYOUTS. PROVIDE ADDITIONAL SPRINKLER

OR A WELDED QUICK TAB

QUICK END HEADS (OVER CODE MINIMUM QUANTITIES) IF REQUESTED BY ARCHITECT, TO OBTAIN SYMMETRICAL CEILING LAYOUTS.

(QUICK TAB NOT SHOWN) FIRE DEPARTMENT CONNECTION
NOTE PART 5. FIRE SPRINKLER SYSTEM SHALL BE COMPLETE WITH VALVES, SPRINKLER PIPES AND HEADS, ELECTRONIC SUPERVISION,
- ORIENTATION 0.S.8Y. THREADED GATE VALVE ACCESSORIES, ETC., AS REQUIRED BY NFPA, INSURER, AND LOCAL AUTHORITIES. PIPE SIZING SHALL BE ESTABLISHED BY
INSTALLING FIRE PROTECTION CONTRACTOR.
QUICK CLAMP
S HO RT ST RAP HAN G E R D ETAI L I~ CHECK VAVLE 6. SYSTEM SHALL INTERFACE WITH THE BUILDING FIRE ALARM SYSTEM. SEE ELECTRICAL.
@ THE DETAILS BELOW SEFORE LONGITUDINAL
SCALE: NONE SHOW HOW TO - BRACE NO. 2 - VERTICAL SIDEWALL SPRINKLER HEAD 7. SEE SPECIFICATIONS AND PROJECT MANUAL FOR SYSTEM REQUIREMENTS. REFER TO STRUCTURAL AND ARCHITECTURAL
LOOSE DRAWINGS FOR BUILDING DETAILS.
TIGHTEN THE PARTS L GAP
PROPERLY
0 QUICK ~+— DRAIN AND TEST VALVE CONNECTION 8. ALL VALVES SHALL HAVE ELECTRONIC SUPERVISION.
FOUR WAY
BEFORE - AFTER T & 9. HYDRAULIC CALCULATIONS SHALL BE BASED ON THE LATEST FIRE PUMP TEST OBTAINED FROM THE OWNER BY THE CONTRACTOR.
L0OSE ; THE PIPE SIGNS ON THE SPRINKLER SYSTEM SHALL BE VARIFIED BY THE SPRINKLER CONTRACTOR. THE PIPE SIZES SHOWN ON
§ TIGHT _— EARS THE STANDPIPES SHALL BE AT LEAST THE SIZE SHOWN ON THE DRAWINGS.
TIGHT \ TOUCH
QUICKNUT 10. SPECIAL CONSIDERATION SHALL BE GIVEN TO AREAS THROUGH THE BUILDING SUCH AS DROPPED SOFFITS AND
QUICK END LIGHTING SOFFITS THAT NECESSITATE ADDITIONAL SPRINKLER HEADS. REFER TO ARCHITECTURAL AND STRUCTURAL DRAWINGS

FOR BUILDING DETAILS.

AFTER- \‘® EARS TOUCH

11, THE GENERAL CONTRACTOR SHALL CONDUCT A COORDINATION MEETING WITH SUBCONTRACTORS TO ESTABLISH CLEARANCE
REQUIREMENTS NEEDED FOR MECHANICAL, PLUMBING AND ELECTRICAL WORK PRIOR TO FABRICATION OF SPRINKLER SYSTEM.

QUICK CLAMP USE TWO QUICK ENDS COORDINATE WITH MECHANICAL, PLUMBING, AND ELECTRICAL IN FURR-DOWN CEILING AREAS OF SUITES. ANY RELOCATION OF

NUT BROKEN OFF A QUICK CLAMP AND A FIRE SPRINKLER SYSTEM REQUIRED FOR PROPER INSTALLATION OF M.E.P. SYSTEMS SHALL BE AT THE CONTRACTOR'S EXPENSE.
QUICK FOUR WAY.

THREADED BARREL REMAINS 12, THE SPRINKLER CONTRACTOR SHALL BASE BID ON CAREFUL COORDINATION OF THE MECHANICAL, PIPING, ELECTRICAL AND

STRUCTURAL SYSTEMS IN THE BUILDING.

REFERENCE APPL'CABLE DETA'LS 3. RUN PIPING HORIZONTALLY AND AT RIGHT ANGLES TO WALLS AND CEILINGS.
73 TYPICAL SEISMIC BRACING DETAIL FOR THIS RENOVATION PROJEGT

15.  ALL TRAPPED PIPING SECTIONS TO BE DRAINABLE. PIPING DRAINS TO BE IN COMPLIANCE WITH NFPA-13.

DRAWINGS.
SCALE: NONE 16. FIRE SPRINKLER HEADS ARE TO BE LOCATED IN THE CENTER OF CEILING TILES IN ALL AREAS.
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